GARDEN BOX

KIT FOR LED LIGHTS CONTROL

COMPONENTS KIT

Le2

BOXLED QUADRO (1 pc) KPLAY4R (1 pc)
KBOXLED ® BOXLED ) )
KBOXLEDXL ® BOXLEDXL ) )

PLUS

Designed for the automatic control of LED lights, to illuminate the
area around gates, garages, condos and driveways

Output for night sensor QUADRO
Built-in receiver 433 MHz, with up to 30 stored remotes
Status led

Program with buttons or via display DY/DYL or wireless
module KUBE
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KBOXLED: 4 independent outputs to control up to 5 lights each
(20 lights total)

KBOXLEDXL: 4 independent outputs to control up to 16 lights each
(64 lights total)

1 light = 1 strip from 18 leds b U e i e
1 STIK S DOWN/STIK S UP/ 1 LIGHT

STIK M/FLAT/VERTICAL

1 TOWER /1 TONDA 2 LIGHTS

1 STELLA 4 LIGHTS



CODE DESCRIPTION

KBOXLED Key Automation garden light kit 24Vdc, up to 20 lights, with power supply cable (1 pc)
KBOXLEDXL Key Automation garden light kit XL 24Vdc, up to 64 lights (1 pc)
KBOXLED KBOXLEDXL
ELECTRICAL DATA
power supply Vac 90 ~ 260 50-60 Hz 90 ~ 260 50-60 Hz
max power w 25 100
power stand-by W <0,5 <0,5
five 18-led lights for each of the 4 outputs / sixteen 18-led lights for each of the 4 outputs /
twenty 18-led lights for 1 output thirty-two 18-led lights for 2 outputs (CH1-CH4)
CH1=20W (MAX 40W)
maximum output load 24Vdc 8n§fggw
oW MAX CH4=20W (MAX 40W)
80W MAX
GENERIC DATA
protection degree IP 54 54
dimensions (L-D - H) mm 160 - 90 - 200 222 -110- 275
operating temperature °C -20 + 55 -20 + 55

max. number of transmitters storage

30 transmitters

30 transmitters

F R w a0

QUADRO DYL RX2H

Night sensor Display module Miniaturized
Cable length control unit
120 cm

PC1 PC1 PC1

transmitter

- ®

KPLAY4R SUB-44WR SUB-44R

Pair of trasmitters 4 channels, rolling 4 channels, rolling
4 channels, rolling code, white colour code, black colour
code

PC 1 PC 1 PC 1






